
Part Numbers* 

Over the Line

WB.OTL.27.A.03	 3’ LENGTH, 2 3/4” DIA., NO CABLE HEAD POCKET

WB.OTL.27.A.05	 5’ LENGTH, 2 3/4” DIA., NO CABLE HEAD POCKET

WB.OTL.27.A.07	 7’ LENGTH, 2 3/4” DIA., NO CABLE HEAD POCKET

WB.OTL.27.B.03	 3’ LENGTH, 2 3/4” DIA., 19 1/2” CABLE HEAD POCKET

WB.OTL.27.B.05	 5’ LENGTH, 2 3/4” DIA., 19 1/2” CABLE HEAD POCKET

WB.OTL.27.B.07	 7’ LENGTH, 2 3/4” DIA., 19 1/2” CABLE HEAD POCKET

WB.OTL.27.C.03	 3’ LENGTH, 2 3/4” DIA., 25 1/2” CABLE HEAD POCKET

WB.OTL.27.C.05	 5’ LENGTH, 2 3/4” DIA., 25 1/2” CABLE HEAD POCKET

WB.OTL.27.C.07	 7’ LENGTH, 2 3/4” DIA., 25 1/2” CABLE HEAD POCKET

WB.OTL.31.A.03	 3’ LENGTH, 3 1/8” DIA., NO CABLE HEAD POCKET

WB.OTL.31.A.05	 5’ LENGTH, 3 1/8” DIA., NO CABLE HEAD POCKET

WB.OTL.31.A.07	 7’ LENGTH, 3 1/8” DIA., NO CABLE HEAD POCKET

WB.OTL.31.B.03	 3’ LENGTH, 3 1/8” DIA., 19 1/2” CABLE HEAD POCKET

WB.OTL.31.B.05	 5’ LENGTH, 3 1/8” DIA., 19 1/2” CABLE HEAD POCKET

WEIGHT BARS

Easier Cable Removal. Better Grip.

Yellow Jacket weight bars feature ports that allow well bore fluid to flow through the 

weight bar to help prevent sand build-up around the cable. Fluted wrench surfaces 

improve grip, creating a safer and more productive tool.   

Weight Bar Styles
•	� Over the line 

•	� Cable head housings

•	� Orienting cable head housings

•	� Fishing neck available with a replaceable  
insert, or as a single component with carbine 
wear buttons 

Ported Design

•	� Ports on both ends increase the flow of well 
bore fluid inside the weight bar to reduce sand 
accumulation

•	� Reduced sand build-up facilitates cable removal 
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Orienting Cable Head Housings

•	� Ability to orient the gun string to the eccentric 
weight bars

 
Fluted Wrench Surfaces

•	� Increase wrench grip and torque for faster tool 
configuration assembly and disassembly

•	� Pipe wrenches are less likely to slip and injure the 
user 

Compatibility

•	� Industry standard weight bar threads

•	� Compatible with standard cable heads

Eccentric Over the Line 

WB.EOTL.27.A.05	 5’ LENGTH, 2 3/4” DIA

WB.EOTL.27.A.07	 7’ LENGTH, 2 3/4” DIA.

WB.EOTL.31.A.05	 5’ LENGTH, 3 1/8” DIA.

WB.EOTL.31.A.07	 7’ LENGTH, 3 1/8” DIA.

*C o nt i n u e d o n n ex t p a g e



Other Components

WB.CHH.27.A	 CABLE HEAD HOUSING, 2 3/4”

WB.CHH.31.A	 CABLE HEAD HOUSING, 3 1/8”

WB.CHH.27.B	 CABLE HEAD HOUSING, 2 3/4”, Orienting

WB.CHH.31.B	 CABLE HEAD HOUSING, 3 1/8”, Orienting

S.FNA.27.A	 FISH NECK ASSEMBLY (REPLACABLE INSERT)

S.FNI.A	 FISH NECK INSERT

S.FN.27.B	 FISH NECK WITH WEAR BUTTONS
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Part Numbers 

Over the Line

WB.OTL.31.B.07	 7’ LENGTH, 3 1/8” DIA., 19 1/2” CABLE HEAD POCKET

WB.OTL.31.C.03	 3’ LENGTH, 3 1/8” DIA., 25 1/2” CABLE HEAD POCKET

WB.OTL.31.C.05	 5’ LENGTH, 3 1/8” DIA., 25 1/2” CABLE HEAD POCKET

WB.OTL.31.C.07	 7’ LENGTH, 3 1/8” DIA., 25 1/2” CABLE HEAD POCKET
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National Sales Manager
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Joe Wells
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Scan  the  
QR code to  
learn more.

Warehouse Locations | Convenient Distribution
When you need tools, you need them fast. Major U.S. and Canadian shale plays are served by the  

Yellow Jacket Oil Tools warehouses shown on the maps above and below.

Canada 
Edmonton, AB

West - USA 
Odessa, TX

Northeast - USA 
Connellsville, PA

Headquarters 
Houston, TX


